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The recent progresses in the field of medicine and biotechnology have made it possible 

to implant micro-electronic devices in the human body. In the field of semiconductor 

technology, the immense progress provides a way for devices at a millimeter scale or 

less such as micro-implants, but still there are some challenges in the miniaturization of 

the power source. This is the major hurdle in the development of a BMI device with 

micro electrodes for clinical use that are less or fully invasive. In upcoming BMI mod-

els, it is possible to implant data extraction electrodes and controls the device as a natu-

ral part of its representation of the body. As a short term solution for all these vast bulk 

of implantable electronic devices consists of harvesting components or energy storage. 

The revolutions and innovations in last era, to develop the interface of neuroscience and 

engineering lead to the advent of the field of Brain Machine Interfaces (BMIs). 

In a BMI system, it is difficult to analyze the brain waves because it carries a large 

amount of information. Data acquisition unit can receive the particular information 

through wired or wireless system. The neural recordings will also need to go through a 

process of pre-signaling for feature extraction and translation algorithm. Brain signal 

pre-processing can be done by using three methods. These methods are Basic Filtering, 

Adaptive Filtering and Blind Source Separation. The data from acquisition unit can be 

sent through a wireless ZigBee/UWB/WiFi module, depending upon the number of 

electrode arrays used in BMI system. 

In this thesis, we have proposed an end-to-end wireless BMI system based on available 

literature that provides a feasible way for paralyzed patients to communicate and control 

their muscles and robotic body parts by using their neurological signals. According to 

this idea, the above mentioned systems can enable a high power efficient and wireless 

BMI development. From a medical point of view an implantable wireless system is nec-

essary for the applications of invasive BMI to reduce the risk of infection.  
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1. INTRODUCTION 

Brain Machine Interface (BMI) systems offer a new way of communication to humans 

by translating their thoughts into actions. BMI is a connection between brain and an 

external device that provides a medium of communication in between them by extract-

ing neural signals from the brain to transfer them for some external activity, like control 

of a prosthetic limb or robotic arm. The BMI system provides a direct route for commu-

nication of neural signals between the brain and the external object that need to be con-

trolled. The theory of neural interface communication between brain and the external 

body parts, for example, to connect a brain to a computer or any other machine, is not 

new and many researchers have been trying to trigger this field by new scientific ap-

proaches. Moreover, researchers have started to consider unspoken forms of responses 

and intentions of human mind as an input that is not explicitly performed to direct a 

computer to do something [1]. Researchers are attempting to infer information about 

human state of mind and intentions by observing and analyzing their behavior, physiol-

ogy and the situations in which they performed functions. With the help of this neuro-

logical and physiological information, systems can dynamically adapt themselves in 

order to support the user in the task at hand. 

The recent advancements in the field of medicine and biotechnology have made it pos-

sible to implant micro-electronic devices in the human body. In the field of semiconduc-

tor technology, the immense progress provides a way for devices at a millimeter scale or 

less such as micro-implants, but still there are some challenges in the miniaturization of 

the power source remains there. This is the major hurdles in the development of a BMI 

device with micro electrodes for clinical use that are less or fully invasive without any 

hazard. In upcoming BMI models, it is possible to implant data extraction electrodes 

and controls the device as a natural part of its representation of the body. As a short 

term solution for all these vast bulk of implantable electronic devices consists of har-

vesting components or energy storage. The revolutions and innovations in last era, to 

develop the interface of neuroscience and engineering lead to the advent of the field of 

Brain Machine Interfaces (BMIs). 

BMI systems are characteristically divided into three main classes, depending upon the 

way of neurological signal collection, invasive, noninvasive and minimally invasive. 

Invasive systems are the most accurate form of all these classes, depending on implant-

ed electrode arrays, these electrode arrays are suitable for inferring brain wave activities 

in the cerebral cortex, such kind of systems offer very high Signal to Noise Ratio (SNR) 

measurements. The current concern now-a-days is that with invasive systems, the elec-
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trodes need to be implanted in human brain. These devices were traditionally wired and 

now-a-days researchers are trying to make it wireless, and they are doing tests to make 

it more secure for clinical usage. Noninvasive BMI systems are well suited for the con-

ditions where the surgical implantation of electrodes is not possible and consequently, 

we have a much broader field of application. The most common noninvasive measure-

ment technique is Electroencephalography (EEG) that is used to analyze the brain wave 

activity through the scalp. It’s really good that it can record the signals through the scalp 

but the main challenge with noninvasive EEG is that it has a low SNR. Finally, the third 

class of BMI signal extraction is minimally or partially invasive BMI technique, in 

which the electrode arrays are implanted inside the skull but resides outside the brain 

rather than within the grey matter. They have a better resolution signals with high Bit 

Error Ratio (BER) than non-invasive BMIs [2]. 

A BMI system usually consists of four main parts i.e. input power unit, data acquisition 

unit, signal processing unit and main processing unit. Subject to the type of connection 

between these four BMI units, we can distribute these systems into two types, wired and 

wireless BMI systems. Wired BMI systems generally come with heavy and bulky neu-

rological data acquisition and processing units. The connection of wiring is typically 

complex because of too many cable connections between the electrodes, acquisition and 

processing units.  

Currently many researchers are focusing on a miniaturized wireless BMI system, with 

wireless power transmission, fast data acquisition and portability. In a wireless system 

the brain waves are acquired and processed, and then these digitized physiological sig-

nals are wirelessly transmitted to the translation unit and main processing unit respec-

tively. Wireless systems are different from their traditional wired systems and are de-

signed to provide ease in observing the neural activities of human brain. In contrast to 

conventional wired BMI systems, the wireless BMI system eliminate the wire connec-

tions in between different units of a BMI system from input power till the end user 

which offers an improved wear-ability and portability [1]. 

1.1 Thesis Scope and Outline 

In my thesis, I have proposed a wireless BMI system with all possible and best available 

results. In the proposed wireless BMI system, there is a wireless power transmission 

system; the transmitted energy can be scavenged by a rectenna system which consists of 

two main modules, an antenna and a rectifier. This suggested power supply rectenna 

array has a maximum transformation efficiency of 75.6%, and the systems overall effi-

ciency is 33%. Keeping in mind the end goal to comprehend the vision of completely 

independent Brain Machine Interface (BMI) frameworks, neural implantable devices 

should be successful in their capacity, as well as meet clinical limitations, for example, 

simplicity of implantable electrodes, their life span, portable, and miniaturized size. 
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Electrocorticography (ECOG) is an invasive or minimally invasive intracortical neural 

recording method through implanted microelectrode arrays and in EEG, electrodes lo-

cated outside the skull, on the surface of the cortex.  

Analyzing the brain waves in BMI is very complex because it carries a large amount of 

information received through electrodes. Data acquisition can be wired or wireless, 

EEG has a sampling frequency of 250 Hz to 1000 Hz and the ECOG data is collected 

with a sampling frequency of 1000 to 2000 Hz. A higher digitization rate 1000 Hz 

would provide a good temporal resolution to study the brain activity from DC to 200 

Hz. The neural recordings will also need to go through a process of pre-signaling for 

feature extraction and translation algorithm. Brain signal pre-processing can be done by 

using three methods. These methods are Basic Filtering, Adaptive Filtering and Blind 

Source Separation. The commands from data acquisition unit can be transmitted 

through wireless medium like ZigBee/UWB/WiFi module by depending upon the num-

ber of used electrode arrays in BMI system. The rest of the thesis is organized as fol-

lows: in chapter 2, there is a brief overview of a BMI system, in chapter 3, different 

types of BMI and wired vs wireless systems are discussed, in chapter 4, a complete 

wireless BMI system is proposed, with wireless input power supply till end user com-

mand, the hardware working, processing and characterization of the BMI system is ex-

plained with the help of ZigBee/UWB/WiFi with all advantages, challenges, and tech-

nologies involved in it and finally, in chapter 5, there will be a conclusion in which fu-

ture aspects of proposed system are discussed. 
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2. OVERVIEW OF BMI 

This chapter contains a brief literature review of a BMI system that is intended to pro-

vide the framework for the next chapters. It will make a base for later discussion by 

providing some information about historical background of BMI, its need, applications 

areas and important elements.  

2.1 History of BMI 

History tells us that the people belonging to Stone Age used to communicate by draw-

ing different signs or diagrams. The revolution in the communication department great-

ly depends on the technology progression. Today, technology is crucial in almost every 

aspect of life, by resolving many issues and providing ease in miscellaneous areas; such 

as training, learning, clinical usage, daily life works and entertainment. The significance 

of workstations in our lives creates human and computer interaction, which is one of the 

most critical elements in the field of systems design. However, there are some limita-

tions in human and computer communication. In 1875 the electrical currents in brain 

was revealed by a Liverpool surgeon named Richard Caton (1842-1926) [3]. By using 

rabbits and monkeys, he researched on action potentials. Caton’s work was followed by 

a German neuropsychiatric Hans Berger (1873-1941), who studied and analyzed the 

cerebral localization and intracranial blood circulation. The first EEG measurement of 

human brain’s electrical activity from the scalp was done in 1924 by Hans Berger with 

his radio devices. He was the first one to make it possible to record the neural weak 

electrical signals without any surgery or implantation, and illustrated them graphically 

on a sheet of paper for further analysis. In early 1970’s the BMI research was prema-

ture, and in 1980s researchers and scientists used a monkey to discover the mathemati-

cal formula related to electric signals transmitted by physical movement and the motor 

cortex [3]. In 1990s, the foremost intra-cortical BMI was made by implanting electrodes 

in to the monkey’s skull. That experiment led the path for further and frequent BMI 

research and it proceeded to the experiments carried out on human beings. In the last 

era, research on BMI has been growing very dramatically and rising exponentially. The 

research communities like surgeons and specialists from different fields of engineering 

like electrical and biomedical have already been doing research by considering the char-

acteristics and features of human’s capability to converse with other adherents of the 

species. However, human interaction with machinery and computers remains very es-

sential. Current research now targets the interface between humans and machines.  
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2.2 Need of BMI 

Presently, the most fascinating and significant application of the BMI technology is in 

medical sciences. BMI offers only the medium for communication to control the effect-

ed body parts of human beings; for example, a spinal-cord injury, and mitochondrial 

disease, cerebral palsy, brainstem stroke, a traumatic brain injury or an Amyotrophic 

Lateral Sclerosis (ALS). These injuries and diseases affect the person’s ability to control 

the muscles and with the passage of time it leads to paralysis. These muscles are, how-

ever, cognitively intact and alert and only need to communicate with the brain. The pur-

pose of a brain machine interface is to analyze those neural signals directly from the 

brain and translate them into a form that can be understandable by a computer or any 

other device showing the particular intents of human. These translated signals enable 

the patients to control the robotic arm or leg, wheelchair, or an artificial limb that was 

not possible previously because of disease. 

The current advancement in neurological research is to extend its scope to implement it 

for the real world and practical environments. During the last era, great developments in 

the field of BMI applications have inspired a majority of researchers. The progress is 

partially due to the significant developments in computer equipment’s and devices, as 

well as due to an enhanced understanding of the different functions of the brain. Despite 

all this, it is important to remember that the human brain is a really complex organ, and 

the interpretation of extraction information from brain is really hard. To design a relia-

ble communication link between the computer device and human brain remains a tough 

challenge. Figure 2.1 shows some application areas.  

 

Figure 2.1 Application areas of BMI 
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2.3 The Neuron 

The flow of ion based electrical current within the human body is the reason behind any 

biometric potential detected on the skin. Normally a human brain by birth consists of 

nearly 100 billion (1011) neurons with an average density of 104 neurons per cubic mm. 

The neural quantity decays with the increase of age [4]. All neurons almost have the 

same physical characteristics as well as have the same parts as other cells. The electrical 

signals can be transmitted with the help of electrochemical feature and it also conveys 

the messages to each other over long distances. Neurons have three basic parts as seen 

in Figure 2.2. 

2.3.1 Cell body 

It is the main part in the neural structure and has all of the essential constituents of the 

cell, for example, the nucleus Deoxyribo-Nucleic Acid (DNA), endoplasmic reticulum 

and ribosomes (proteins) and mitochondria (energy). If the cell body expires, the neu-

rons also die [4]. 

 

Figure 2.2 Neuron Structure [4] 

2.3.2 Axon 

It is like a long cable projection of the cell that carries the electrochemical message ac-

tion potential alongside the cell. 
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2.3.3 Dendrites 

Dendrites are the small branch like projection of the cells that make links to other cells 

for a network communication with different neurons. Dendrites can be found on one or 

on both ends of the cell [4]. 

2.4 Function of Lobes in Cerebral Cortex  

This section discusses the human brain physiologically and aromatically. Figure 2.3 

shows the areas responsible for dedicated parts of perception. 

2.4.1 Frontal lobes 

The frontal lobes are situated at the front side of the human brain, just before the adja-

cent parietal lobe and directly above the temporal lobe. The frontal lobe shown in Fig-

ure 2.3, that is mainly responsible for the tasks related to decision making, planning and 

problem solving. 

2.4.2 Temporal lobes  

The temporal lobes are located under the frontal and parietal lobes at individual side of 

the brain. The important functions of temporal lobes are mainly to sense the sound and 

smell, and more complex features such as semantic processing of visual scenes or to 

recognize face or language. 

 

Figure 2.3 Areas showing modularity in the Brain [5] 
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2.4.3 Parietal lobes  

Following the frontal lobe, there is also a parietal lobe that can be seen in the Figure 2.3. 

The main functionality of this lobe is processing and integration of sensory information 

from the body. 

2.4.4 Occipital lobes 

The occipital lobes are located next to the parietal lobe at the back of the head. It is the 

least functional area of the cortex and consists mainly of the visual system. The func-

tions of these occipital lobes are absolutely limited to responsibilities related to the vi-

sion.  

2.5 BMI Elements 

As shown in the Figure 2.4, BMI has four main functional elements from a practical 

point of view, regardless of its recording techniques and applications. 

1. Signal acquisition Unit. 

2. Feature extraction Unit. 

3. Feature translations Unit. 

4. Device output Unit. 

 

Figure 2.4 Basic design and operation of BMI Elements [12] 
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2.5.1 Signal Acquisition 

In signal acquisition unit, the neurological data is extracted from the brain by invasive, 

noninvasive or partially invasive methods. In BMI operation, the recording interface 

tracks the neural information reflecting a person’s intent embedded in the ongoing brain 

activity. In the signal acquisition part of BMI operation; the elected input information is 

acquired by the recording electrodes, amplified, and then digitized. The most common 

neurological signals employed for BMI systems include: EEG signals extracted by elec-

trodes on the scalp, ECoG recording by the electrodes positioned beneath the skull and 

over the cortical surface and Local Field Potentials (LFPs) and action potentials are the 

nerve impulses or spikes; recorded by micro-electrodes from the brain tissue [6]. After 

extraction of electrical signals from the brain, they are amplified and then digitized for 

further processing. 

2.5.2 Feature Extractions 

For an effective BMI process, the extracted neurological signals should have robust and 

strong correlations with the intentions of the human being. The signal processing unit of 

a BMI system has two basic steps. The first step is feature extraction or classification of 

data, i.e. it extracts the features from the encoded data that shows the intentions of a 

human. The extracted signal features can be frequency domain or time-domain. Now a 

days the most common signal features used in a BMI system include delays or ampli-

tudes of event evoked potentials for e.g. P300 [6], firing rates of single cortical neurons, 

and frequency power spectra like sensorimotor rhythms. To ensure accurate measure-

ments for the classification of data, an algorithm is used to filter out the artefacts like 

Electromyography (EMG) activity or 60 Hz noise [6], which are removed from the 

brain signal features. That algorithm is also used to transmit the featured digitized data 

that will be used to control the BMI. 

2.5.3 Feature Translations  

Feature extraction is also a part of signal processing unit and in this step of signal pro-

cessing; the extracted features are further processed by the translation algorithm. It con-

verts the extracted signal features into device commands for end user. Cerebrum elec-

trophysiological mechanisms or parameters are interpreted into charges that will create 

the output command, for e.g. alphabetic letter determination, controlling a cursor or 

control of a robotic arm or leg [6]. A translation algorithm must be dynamically sound 

to accommodate and regulate the continuous changes in the signal features and to assure 

that the scope of the particular signal features is conceivable from the user end, i.e. 

showing the accurate intent to control a particular device. 
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2.5.4 Output Device 

The brain wave information, classification and translation provide the output command 

to activate an external device. Currently, the computer screens are commonly used as an 

output device for BMI communication. The output device is the targeted device or 

equipment that needs to be operated and output command can be used to move a cursor 

on a screen or to control and drive a wheelchair and other assistive devices for e.g. op-

erate and control the movement of a paralyzed arm replaced by a robotic arm.  

2.6 Brain Waves and Frequency Bands 

Brain waves are initiated in the cerebral cortex and it also reflects the actions in diverse 

parts of the brain that influence the cortex, such as reticular formation (interconnected 

nuclei). The significant variation in the neurological activity results in change in the 

amplitude and frequency of brain waves between sleep, wakefulness and consciousness.  

Basically, brain waves are the recordings of electrical variations in the brain during dif-

ferent neural states. To measure and analyze these recordings; electrodes are positioned 

in different ways, such as in EEG on the outer surface of the head or on the scalp, and in 

ECoG on the surface of an exposed cortex. The variations in the extracellular fluid of 

the brain are measured by the electrodes, which give the information of electrical reac-

tion to the variations in potential amongst the large group of neurons. The following 

extracted signals from the brain, with the help of electrodes, are then amplified and rec-

orded. 

Brainwaves can be divided into the following five different types; as shown in the Fig-

ure 2.5 below and the description in the Table 2.1 also showing the brain wave charac-

teristics.  

1. Alpha. 

2. Beta. 

3. Theta. 

4. Gamma. 

5. Delta. 
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(a) Alpha (8 - 12 Hz) 

 

(b) Beta (12 - 30 Hz) 

 

(c) Theta (4-7 Hz) 
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     (d) Gamma (30-100 Hz) 

 

(e) Delta (0-4 Hz) 

Figure 2.5 Brain wave activities [5] 

Table 2.1 shows the frequency based human body neural communication database. [7] 

Types of Brain Waves Frequency Ranges Neurological States 

Delta 0.1 Hz to 3 Hz Dreamless sleep, fatigue, unconscious 

Theta 4 Hz to 7 Hz 
Dream, meditation, recall, fantasy, imag-

inary 

Alpha 8 Hz to 12 Hz Conscious, relax, tranquil  

Low Beta 12 Hz to 15 Hz Calm, relax, focus 

Midrange Beta 16 Hz to 20 Hz 
Attentive, focus, conscious of self and 

surroundings 

High Beta 21 Hz to 30 Hz Awareness, anxiety 

2.7 Neural Imaging Techniques 

In this section, some of the most common brain imaging techniques have been dis-

cussed that measure the different characteristics of neural activity as shown in the Fig-
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ure 2.7. Some methods exploit the electrical signals of the brain and measure voltages 

such as EEG or magnetic field changes in Magnetoencephalography (MEG). Some of 

the other methods like, functional imaging methods in Near Infrared Spectroscopy 

(NIRS) and Functional Magnetic Resonance Imaging (FMRI) or Positron Emission 

Tomography (PET) measure the metabolic processes of the brain. Some of these brain 

imaging techniques are more complex than others due to their invasiveness for instance; 

in ECoG technique, electrodes are implanted on top of the cortex’s gray matter. 

2.7.1 Microelectrodes 

Microelectrodes can be a cluster of wired electrodes, either fabricated by utilizing car-

bon fiber Nano-electrodes or by carbon fiber with a glass of capillary and they are ar-

ranged in the form of a dense grid. The sizes of these microelectrodes are type and ma-

terial dependent. Generally its width ranges from 5 µm to 100 µm (approx.) [8]. These 

implanted electrode arrays can be used to study and analyze the biological changes in 

single cells and brain [8]. However, it involves a huge risk of tissue damage and infec-

tions. In BMI research, microelectrodes played a vital role in the development and un-

derstanding of the brain. Fortunately, these microelectrodes are restricted to animals like 

rats or monkeys, in which features like neural firing rates can be translated into control 

signals. 

2.7.2 Electroencephalography (EEG) 

The EEG measures the fluctuations in the cortical field potential induced by the summa-

tion of postsynaptic potentials. When the power of these field potentials exceeds a cer-

tain level, it can be recorded from the skull surface with the help of electrodes. EEG 

measurements can be obtained by placing electrodes on the scalp of the subject. The 

interference due to high impedances between electrodes can be reduced by improving 

the conductivity between skin and electrodes by using conductive gels, ethanol and light 

abrasive pastes. Basically EEG measures the voltage differences; hence for comparison, 

it is necessary to define a pair of electrode. Each pair of electrode is connected to a dif-

ferential EEG amplifier which amplifies the voltage difference up to 100.000 times, and 

which is equivalent to 100 dB voltage gain. In EEG measurement from the scalp, the 

maximum amplitude of a non-pathologic EEG usually doesn’t go beyond 100 µV [8]. 

  

Figure 2.6 Block Diagram Showing EEG Measurement 
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2.7.3 Positron Emission Tomography (PET) 

In neurology research, PET is a type of measurement that can be executed to determine 

the high neuronal activity regions. This technique uses a radioactive marked substance, 

to take an image in the metabolic processes within the human brain; called tracers. The 

tracer is a substance that is metabolized by the brain during activity. Typically an ana-

logue of glucose, called Fludeoxyglucose (FDG) is used as a tracer. Neural activity in 

brain tissues increased the glucose uptake which can be measured by detecting pairs of 

gamma rays emitted by the tracer. In this type of scan, the anatomic structures of the 

tissue resulting in a 3 dimensional image of the brain augmented with metabolic activity 

can be visualized with the help of computer tomographic x-ray scans [8]. 

 

Figure 2.7 Recording techniques ordered by their temporal and spatial resolution. In-

vasive techniques generally expose better spatiotemporal properties than non-invasive 

techniques but are more complex to apply and pose higher risks of injuries. [8]   
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2.7.4 Functional Magnetic Resonance Imaging (FMRI) 

Functional Magnetic Resonance Imaging (FMRI) is a neuroimaging technique that uses 

Magnetic resonance imaging (MRI) technology to record the neurological activity by 

measuring the reaction of the atoms in the body after applying a strong magnetic reso-

nance pulse. The variation and fluctuation in the blood flow and in blood oxygenation in 

the brain are correlated to the neural activity. When a particular region of the brain is in 

active state, the blood flow to that region is also increased. Function Magnetic Reso-

nance Imaging (FMRI) is able to measure metabolic changes in living brain tissues. The 

oxygen carrier protein in the blood, called oxygenated hemoglobin, has different mag-

netic properties than deoxygenated hemoglobin making it possible to make a compari-

son between them by using Blood Oxygenation Level Dependent (BOLD) change. The 

temporal resolution is really low because of hemodynamic time lag and the spatial reso-

lution of this method is quite good. Like PET, this brain imaging technique also requires 

quite long scan times and picks up signal frequencies in the range of 4 to 5 Hz [5, 8]. 

2.7.5 Near Infrared Spectroscopy (NIRS) 

Analogous to the FMRI, Near Infrared Spectroscopy (NIRS) has an operational working 

principle based on physical dissimilarities between oxygenated and deoxygenated he-

moglobin. The differences and changes between them can be measured in a modified 

light absorption in the near infrared light frequency band. NIRS emits near infrared light 

of a specific wavelength. This light penetrates the skull and the cortex to a depth of 1-2 

cm. Subject to the absorption and position of the light, blood oxygenation can be de-

duced from that data. NIRS has a low temporal resolution similar to FMRI [5]. 

2.7.6 Magnetoencephalography (MEG)  

This technique is used to measure the induced magnetic fields produced by the electrical 

currents of neuropsychological signals. It is good for high population neural activities 

and it is very prone to the movements of artifacts which affect the signal. The advantage 

of this imaging technique is that it offers a very good and high temporal resolution; con-

sequently, to acquire the signals from the brain, it also requires very costly and huge 

setup of hardware equipment [5]. 

2.7.7 Electrocorticogram (ECoG)  

Electrocorticogram (ECoG) technique is usually used to record neural signals from the 

sensors, in which electrode grids are directly located subdurally. Subsequently, the sig-

nals do not have to pass the skull and skin anymore and as a result the signal quality is 

really enhanced as compared to the non-invasive techniques. The good spatial and tem-

poral resolutions are achieved at the expense of its invasiveness [5]. In ECoG, opening 
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the skull is unavoidable because the gray matter of the cortex must be accessible for the 

implantation of electrodes. 

2.7.8 Local Field Potentials (LFP) 

The Local Field Potential (LFP) is used to measure the summed electrical activity with-

in a small cluster of neural tissues. In LFP the single neurons should have enough dis-

tance from the clustered neural tissues so that the implanted microelectrodes would be 

able to record the summed neural signals without any interference of single neural activ-

ity. The LFP recordings have a better spatial resolution [5]. 

2.7.9 Single - Multiunit Action Potentials (SUA-MUA) 

In Single/Multiunit Action Potentials (SUA-MUA), microelectrodes are implanted di-

rectly into the single neuronal cells and cortex. It is used to precisely record the firing 

rates of single or multiple cell action potentials [5]. Currently this technique is used in 

animals only, because of its high health risk. The extracted signals are most perfect in 

terms of spatial and temporal resolution. 
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3. TYPES OF BMI AND WIRED VS WIRELESS 

BMI 

In this chapter, I have discussed the different types of BMI and their invasiveness as 

well as the difference between the wired and wireless BMI technology. This chapter 

will give a brief idea of several trends in wired and wireless BMI technology, by sum-

marizing the several research topics like portability, user friendliness and novel wireless 

BMI approaches. 

3.1 Introduction 

BMIs can be defined as any system that can monitor neural activities and translate a 

person’s intents into a command. In Brain Machine Interface (BMI) frameworks, the 

neural recording devices should be successful in their capacity, as well as, to meet the 

clinical safety restrictions [9]. There are three basic types of BMIs invasive, non-

invasive and minimally invasive. Invasive BMI is a surgical way to extract the neural 

information and measures the brain signals from intracranial electrodes, as we can see in 

Figure 3.1, the sharp needle electrodes are implanted, whereas in non-invasive BMIs, 

the brain signals can be extracted non-invasively by using scalp electrodes outside the 

body and in minimally invasive method, the spatial location for electrodes (implantation 

in between skin and dura brain) can be determined before surgery by using non-invasive 

neural imaging. In Figure 3.1, it shows an orthodox wired neural implant. It is implant-

ed in the brain tissue, typically reaching depths of 1-2 mm [10]. It can be seen that a 

data acquisition IC or a buffer amplifier is placed very near to the implanted device. 

Finally, a wire carries the brain wave activities to a computer for storage and pro-

cessing. A low SNR and high impedance signals from the electrodes are susceptible to 

electrostatic pickup and 60 Hz interference [10], as a result which leads to motion arti-

facts. A buffer amplifier or acquisition IC helps to encounter these effects. In Figure 3.1 

we can see that there is an implanted μECoG electrode that acquires the data from brain 

in the form of brain waves. In a BMI system, it is difficult to examine the brain waves 

because they carry a huge amount of information. The Data can be acquired through 

wired or wireless systems as mentioned above and we can also see in the diagrams. The 

neural recordings will also need to go through a process of pre-signaling for feature ex-

traction and translation algorithm. The data from acquisition unit can be sent through 

wires or wireless (ZigBee/UWB/WiFi) module, depending upon the data extraction 

technique that we used in a BMI system. 
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Figure 3.1 A conventional wired neural interface [10] 

3.2 Types of BMI 

3.2.1 Invasive BMI 

In biomedical engineering, the technology that is related to eternal elements on the sub 

epidermal tissue (any tissue excluding hair and skin) is known as invasive way of data 

acquisition [11].  An example of invasive BMI is shown in the Figure 3.2, in which mi-

croelectrodes are implanted in to the grey matter of brain during surgery. There are mi-

crochips implanted with sharp needles, penetrating the cerebral cortex that have hun-

dreds of pins, with less than the width of a human hair. These neural firings in the brain 

are than sent to signal processing unit for translation by using special algorithms to de-

code the raw neural language into digitized machine readable form. Invasive devices 

reside in the grey matter, so that we could be able to get the highest quality of signals 

from the BMI devices but they are prone to scar tissue build up, by damaging the signal 

strength weaker as the body reacts to an external object in the brain [12]. The significant 

features that invasive BMI could provide to users are, 

1. Neural signal acquisition with high spatiotemporal resolution. 

2. Extraction of appropriate neurophysiological features. 

3. Data transfer with high speed and fast processing. 

4. Appropriate neural signal translation. 

5. Robust and well enough control of external devices such as robotic arms and electric 

wheelchairs to perform a certain task. 

6. Implantation and integration of electronic devices by using wired or wireless technol-

ogy. 

7. For target surveys and to analyze the needs of patients. 
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Figure 3.2 . Example of an invasive BMI method 

3.2.2 Minimally Invasive BMI 

Minimally invasive or partially invasive BMI devices are implanted in the skull but rest 

outside the cerebral cortex instead of implantation of electrode arrays within the grey 

matter. As a result they can produce improved signal resolution with high Bit Error Ra-

tio (BER) than non-invasive BMIs where the bone tissue of the cranium refracts and 

distort the signals that have a minor risk of forming scar tissue in the brain as compared 

to fully invasive BMI. 

 

Figure 3.3 Example of a minimally invasive BMI 

An Implanted Sensor
(Minimally Invasive)
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In Figure 3.3, there is an example of minimally invasive BMI in which an implanted 

Electrocorticography (ECoG) measures the neural activity of the brain waves taken 

from underneath the skull in a quite similar fashion to noninvasive electroencephalog-

raphy, but the electrodes are inserted in a thin plastic pad that is placed above the cortex, 

under the dura. Partially invasive ECoG is a very likely intermediate BMI technique to 

get the brain signals because it has quite good SNR, better spatial resolution, wide fre-

quency range, and requires less training in contrast to scalp recorded EEG. At the same 

time, minimal invasiveness also has some other advantages like, less technical compli-

cations as compared to EEG, low clinical risk, and perhaps, in contrast to intra-cortical 

single neuron recording, it has long term stability [12]. 

3.2.3 Non Invasive BMI 

The easiest and most comfortable neural data extraction method is a noninvasive meth-

od, as seen in Figure 3.4, the brain waves can be extracted from the head mountable 

devices attached to the scalp. The EEG is a noninvasive neural signal extraction tech-

nique in which, the recordings of electrical neural activity along the scalp by measuring 

the fired neurons produced within the brain. These electrodes array measures the volt-

age difference between neurons to distinguish between different brain wave signals. 

These raw signals are then amplified and filtered [12]. The EEG electrodes have a spa-

tial resolution with a range of 3 cm, with a frequency range of 0 to 50 Hz. Early work in 

this field [13], observed modality for extracting neurological information to control a 

communication device, such as to control a cursor on a computer screen to select differ-

ent letters for communication. 

Although some brain wave signals are blocked by skull and these neural information 

carrying signals are more vulnerable to the electrical noise and artifact. In non-invasive 

BMI the distorted and weak brain signals are more accepted than the other types of 

BMIs because of their respective disadvantages. 

To design and develop a new BMI system, there are some EEG signal properties that 

use to distinguish between the different neural functions and that can be used to control 

and communication mechanisms. EEG basically needs to have a significant level of 

knowledge to perfectly characterize and classify the neurological signals. 
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Figure 3.4 Example of noninvasive neural signals extraction 

3.2.4 Difference between Invasive, Non-invasive and Minimal 

Invasive BMI’s 

Although the signals in EEG, ECoG and μECoG stem for the same activity in the brain, 

there are many differences between them, some are shown in the below Figure 3.5 and 

Table 3. 1 are as follows 

 

Figure 3.5 BMI electrophysiological view according to signal extraction technique 

 

Noninvasive 
BMI
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Table 3. 1 Difference between Invasive, Noninvasive and Minimally Invasive BMI [13, 

14, 15, 16, 17, 18] 

Features Invasive Non-invasive 
Minimally In-

vasive 

Techniques 

for neural 

Signal ex-

traction 

ECoG, μECoG and Mul-

tiunit Electrode Array,  

Local Field Potentials 

(LFP),  Single/Multi-Unit 

Action Potentials (SUA-

MUA) 

EEG, Magneto encephalograms 

(MEG), Blood-oxygen-level-

dependent (BOLD) signals, 

and (de) ox hemoglobin concen-

trations,  NIRS (which deposit 

near infrared 

light on the tissue), FMRI (which 

applies magnetic fields) and 

PET 

ECoG 

Location of 

Electrodes 

Subdural, Epidural, or 

Intracortical Electrocorti-

cogram, ECoG 

Outside the brain. on the scalp 

Implant into the 

skull but outside 

the brain in-

stead of within 

the grey matter 

Tissue Dam-

age 
More Damage No Damage Minor damage 

Signal Quali-

ty 

High Spatial resolution 

Signal 

Very Low Spatial and spatial 

Resolution Signal 

Low Spatial and 

temporal Reso-

lution Signal 

BMI Applica-

tions 

Repairing damaged 

sight and providing fa-

cility to Paralyzed peo-

ple 

For Clinical applications of BMI 

to decrease the risk of infection. 

Can help the 

people with 

motor disabili-

ties. 

SNR High SNR Very Low SNR Low SNR 

Spatial Reso-

lution 

ECoG (2-3mm), NIRS 

(2cm), FMRI (3-5mm) 
EEG (3-4cm), MEG (5-10 mm) ECoG (2-3mm) 

Temporal 

Resolution 

ECoG (0.1ms), NIRS (4-

5s), FMRI (4-5s) 
EEG (1ms), MEG (0.1ms) ECoG (0.1ms) 

Time delay 
ECoG (0), NIRS (4-5s), 

FMRI (4-5s) 
EEG (0), MEG (0) ECoG (0), 

Wireless Pro-

tocol 

Depending on the im-

planted electrode arrays 
Bluetooth, ZigBee, UWB, Wi-Fi 

Bluetooth, 

ZigBee, UWB 

Sampling 

Frequency 

μECoG and ECoG 

(1000-2000Hz ) 
EEG (250-1000Hz ) 

ECoG (1000-

2000Hz ) 

Amplitude From 1 to 500μV From 1 to 50μV 
From 50 to 

100μV 

Spacing 0.2-10mm 3cm 0.2-10mm 

Bandwidth From 1 to 500 Hz From 0 to 60 Hz 
From 0 to 200 

Hz 

Activity 

Measured 
Electrical 

Electrical, Hemodynamic, Mag-

netic fields associated with elec-

trical activity  

Electrical 
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3.3 Specific Absorption Rate (SAR) 

Currently, the neurological control of a robotic limb for disabled patients has been veri-

fied in clinical trials with systems where the wired array of electrode to an external body 

unit through a pedestal secured to the skull. The wired connection severely restrict the 

quality of life of patients that they need, as well as, there is also a risk of infection [8]. 

This emphasizes the crucial need of wireless BMI system by taking to account the 

healthcare advantages and challenges. Recent research on wireless BMI is concentrating 

on communication by means of back scattering power to avoid useless power consump-

tion in active transmitters in the brain implant. Previous research shows that the minia-

turized millimeter size loop antenna was implanted on top of the brain beneath the skull 

and the optimum frequency for the transfer of wireless power, it lies somewhere in be-

tween 100 to 400 MHz. In all wireless systems, it is important to make sure that they 

follow some standard and regulation like US FCC regulation; it states that SAR level 

should be around over a volume containing 1 grams of tissue must be at or below 1.6 

W/kg. The wireless power transmit antenna should also be able to transfer high power 

level without breaching the Specific Absorption Rate (SAR) limitation in the human 

body [9]. 

Specific Absorption Rate (SAR) determines how much power a volume of tissue ab-

sorbs, for whole human body heat pressure and extreme restricted tissue heating for 

frequencies between 3 KHz and 300 GHz. We are also following the above mentioned 

US-FCC, SAR regulation, for the proposed system, that will be explained in next chap-

ter. SAR is defined as the Joule heating per volume mass induced by an electromagnet 

field, Equation 3.1. 

SAR = (σ × Erms
2
) / ρ    (3.1) 

where as, 

SAR = Specific Absorption Rate  

σ = Conductivity of various human tissues (S/m) 

Erms = RMS of electric intensity of the body  

ρ = Biological density of human tissue (kg/m
3
) 

According to IEEE standards, the 1 g limit is for whole human body except the wrists, 

feet, ankles and hands, which should not exceed to 10 g SAR of 20 W/kg, it’s the simi-

lar value that International Commission on Non-Ionizing Radiation Protection (IC-

NIRP) has for limbs [9, 20]. 

Moreover, the heating of tissue can also results from power dissipation of the implanted 

microelectronic device. A power density of a 500 μW/mm
2
 results in a 1

° 
C increase in 

surrounding tissue [19]. For that reason, we should take care to take account of the ef-
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fects from both electronic power dissipation and SAR in the calculation of temperature 

change in body tissue. 

3.4 Implant Requirements 

Here are the some implant requirements, for the use of wireless communication inside 

the human body. In order to find out the particular requirements for the implant devices, 

it will be used to decide, that how and which kind of wireless communication approach-

es are appropriate. The important requirement includes the size of implant, energy re-

strictions, frequency range and its side effects, and the absorption of waves in human 

body. Here are the some tables listed below with comparison and considering these 

main requirement issues. 

Table 3.2 Maximum allowed Specific Absorption Rates (SAR) [17] 

Frequency 

Whole Body 

Average 

(W/kg) 

Localized Head/Torso aver-

age over 1 g (1cm
3
) tissue 

(W/kg) 

Localized limbs average 

over 10 g (10 cm
3
) tissue 

(W/kg) 

100 kHz to 

10 GHz 
0.08 1.6 4 

 

Table 3.3 Maximum allowed Electric Field Strength [17] 

Frequency Strength Electric Field: (V/m) (rms) 

3 kHz to 1 MHz 280 

1 to 10 MHz 280/f 

10 to 300 MHz 28 

300 MHz to 1.5 GHz 1.585f
0.5

 

1.5 to 10 GHz 61.4 

 

Table 3.4 Maximum allowed Power Density [17] 

Frequency  Power density, S (W/m²) 

30 to 400 MHz  2 

400 MHz to 2 GHz  f/200 

2 to 10 GHz  10 

 

Table 3.5 Maximum allowed Magnetic Field Strength [17] 

Frequency  Strength of Magnetic Field: (A/m) (rms) 

3 kHz to 1 MHz 2.19 
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1 to 30 MHz 2.19/f 

30 to 300 MHz 0.073 

300 MHz to 1.5 GHz 0.0042f
0.5

 

1.5 to 10 GHz 0,163 

 

3.5 Wired and Wireless BMI 

BMI systems can be divided in to two types according to their connection between sub 

units, shown in the Figure 3.6, the wired and wireless BMI systems. 

Many conventional BMI systems are wired, starting from the input power to the head 

wearable device and the acquisition units of wired BMI system normally have a heavy 

and bulky amplification and data processing units. The wired connection between elec-

trode arrays and data acquisition unit is usually complicated because of considerable 

number of cables, it makes the system very bulky. Due to all these limitations, the prep-

aration time for processing and measuring neural activity through EEG method is typi-

cally very long and time consuming. As a result, the patient’s usage of this BMI device 

is limited due to wired connection restrictions. The implementation of such kind of sys-

tem for rehabilitation of patients has made it difficult to have a practical usage rather 

than just laboratory scale experimentation. The main objective and need of a wireless 

BMI system is to restrict the use of cables between input power source and electrodes, 

between the signal acquisition unit and the signal processing units and finally between 

signal processing and main processing module, by using modern wireless communica-

tion units and protocols, to enhance the portability of BMI system. As a result, the wire-

less transfer of neural information till the end user provides a room that this system can 

be implemented for new applications as well as for medical purposes [1, 5] 
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(a) Wired BMI Data Acquisition 

 

 

(b) Wireless BMI Data Acquisition 

Figure 3.6 Wired vs wireless data acquisition [21] 
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Comparison Criteria between Wired and Wireless BMI 

1. BMI system can be compared by using such possible combinations of characteristics.  

2. Method of measuring the activity. 

3. Measured activity or Potentials. 

4. Data Resolution. 

5. Degree of freedom (user specific Implementation). 

6. Average or single trial. 

7. Types of signal preprocessing. 

8. Method of feature extraction and Translation or Classification. 

9. Type of Wireless Protocol (Data rate or Electrode arrays dependent). 

10. Type of application. 

11. Input Power. 

3.5.1 Advantages of Wireless over Wired BMI 

Here are the some benefits of Wireless BMI over wired BMI system: 

1. A wireless BMI system can effectively decreases the initial connection complications 

such as bulkiness, wires and equipment management related to the traditional wired 

BMI systems.  

2. A wireless BMI system would be able to offer users with more autonomy in the 

movement of their robotic hands or legs etc. Thus they also can complete their work 

with more freedom in a more convenient way.  

3. A BMI system built with a circuitry of low power, training circuits and miniaturized 

signal acquisition, so that the BMI system can be combined with any light weight wear-

able device like a headband, baseball cap or to wear sunglasses to take full advantage of 

wear-ability and portability. 
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Figure 3.7 Wired vs Wireless connected BMI Modules 
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3.5.2 Issues in a wireless BMI system need to improve 

Although, wireless BMI systems provides some great advantages, but still there are nu-

merous problems that need to be determined and fixed like, more compact and im-

proved system design by considering the under mentioned points. 

1. Implant-ability restrictions 

2. Excavation of more suitable applications for users  

3. Enhance the signal quality by improving data acquisition technique.  

Researchers are trying to develop and introduce different applications related to medical 

and health care but such contributions are still needed to become more mature [1]. 
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4. PROPOSED BMI SYSTEM 

This chapter describes a complete wireless BMI system, consisting of hardware work-

ing with a wireless power unit, signal processing and translation unit with classification 

of that BMI system till the end user command by considering all possible challenges 

and advantages. 

4.1 Introduction 

In the recent years many researchers have focused on a BMI system with wireless pow-

er transmission, portability, fast data acquisition and implant-ability. In a wireless pow-

er transmission system, the rectenna system consists of two main modules called the 

rectifier and the antenna. By keeping in mind the end goal to understand the vision of 

completely independent BMI frameworks, the neural implantable devices should be 

successful in their capacity, as well as, to meet the clinical safety restrictions [22, 23]. 

As seen in Figure 4.1, μECoG is an invasive intra cortical neural recording method 

through implanted microelectrode arrays. In the EEG, electrodes are located outside the 

skull on the surface of the cortex. In a BMI system, it is complex to analyze the brain 

waves because it carries a large amount of information. Data acquisition unit can re-

ceive this particular information through wired or wireless system. The EEG has a sam-

pling frequency of 250 Hz to 1000 Hz and the ECOG data is collected with a sampling 

frequency of 1000 Hz to 2000 Hz [24]. A higher digitization rate of 1000 Hz or more 

would also be able to provide a really good time based resolution to study the brain ac-

tivity [24]. The neural recordings will also need to go through a process of pre-signaling 

for feature extraction and translation algorithm. Brain signal pre-processing can be done 

by using three methods. These methods are Basic Filtering, Adaptive Filtering and 

Blind Source Separation [25, 26]. The data from acquisition unit can be transferred 

through a wireless ZigBee/UWB/WiFi module, depending upon the number of electrode 

arrays used in BMI system. 
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Figure 4.1 Implanted Electrode Array in Brain [22] 

In my proposed BMI system level concept, there is complete description of a Wireless 

BMI end-to-end system, from the hardware working with a wireless power unit, data 

processing and characterization of a BMI system till the end user command.  

4.2 Architecture of BMI system  

Here are the basic modules in the Architecture of a BMI system. 

4.2.1 Wireless Input Power Unit 

In last few years, researchers have tried to develop a miniaturized head mountable or 

invasive BMI device [27]. The main issue they faced is to transmit the required input 

power to bring the implanted or head mountable device in an active state. It is the limit-

ing factor in practical implementation, by taking this restriction in mind; many re-

searchers have tried to develop methods to extract energy from external resources. It 

includes, light, pressure, thermal, motion, momentum and vibration [27]. 

 

Figure 4.2 EM energy harvesting system [27] 

Figure 4.2 shows an EM energy harvesting system through which RF energy can be 

harvested for wireless transmission. As we can see that on the reception side of energy 



32 

harvesting system, an antenna captured the RF waves that are the significant portion of 

the rectenna system. The Alternating Current (AC) is produced on the output terminal 

with the help of receiving antenna and afterword the rectifier transforms the AC to DC 

power. Now it is possible to save this converted DC in a super capacitor, or we can use 

it directly to supply power to the load. 

 

Figure 4.3 Wireless rectenna system block diagram. 

There are also some other ways to transmit power to implanted BMI devices like bio 

fuel and cell phone battery [28]. As seen in Figure 4.3, the suggested way to transmit 

power wirelessly to a multi-channel electrode array [29] follows the design of reference 

[27]. The Rectenna transmit power via microwave source to operate a passive head 

mountable or implanted device at a resonance frequency of 915 MHz with a simulated 

bandwidth of 18 MHz (907-925 MHz) [27]. The proposed power supply rectenna array 

has a peak transformation efficiency of 75.6 %, and the systems overall efficiency is 33 

% [27]. 

4.2.2 Implantable μECoG and Data Acquisition 

1. Implantable microsystem 

As shown in the Figure 4.4, the ECoG are also the intracranial EEG in which 

placed electrodes usually perform the recording directly from the brain surface. 

Here we are suggesting a low invasive μECoG wireless device for 4096 chan-

nels with multiple connections of electrode arrays with Large Scale Integrated 

Circuits (LSI) (64Ch*16units) with Time Division Multiplexing (TDM) of the 

recorded data [29]. The multiple connections of arrays can be chronically im-

planted and powered well without violating the SAR < 1.6 W/kg limit under the 

U.S. FCC regulation [29, 30]. The ECoG systems efficiency depends upon the 

RF to DC 
Conversion

Power 
Conditioning

Radio 
Waves

Antenna

Output to Load
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inductive coupling of the internal and external antennas, the miniaturized size of 

the antenna, the maximum allowed input power to external antenna under SAR 

limits [22]. 

 

 

 

Figure 4.4 μECoG system concept and micro-fabricated components [22] 

2. Signal Processing & Brain Waves 

In BMI signal processing, the brain wave signals analysis is very complex because it 

carries large amount of data received from electrodes. Based on their emanations the 

brain waves are categorized into the following types, Alpha-Beta activity, Theta, 

Delta activities as shown in the Figure 4.5 [31]. 

The block diagram in Figure 4.6 is showing the signals acquisition and signal pro-

cessing units, where signals are amplified and then sampled [32]. Signal processing 

has two main parts feature extraction and translation algorithms. Support vector ma-

chine (SVM) [23, 33] or Fishers discriminant algorithm [34] can be used to distin-

guish between different mental tasks like amplitude of an evoked potential, firing 

rate of a cortical neuron etc. The featured signals are translated by algorithms like 

common spatial algorithm to change it into control signals for certain user applica-

tion. The information is then transmitted wirelessly to a PC over wireless link. 

Econnectome is free available software in market and can be used to analyze the 
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brain activities through brain imaging and mapping the electrophysiological signals 

including ECoG and EEG [26, 35]. 

 

(a) 

 

(b) 

 

(c) 

Figure 4.5 Showing Brain wave activities [26] 
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Figure 4.6 Brain Signal Acquisition [43]. 

4.3 Transmission Protocols/Medium 

A Wireless Body Area Network (WBAN) is a specially designed wireless sensor net-

work to operate autonomously and to connect medical sensors and devices with im-

plants or outside the human body that provides a long term health monitoring system 

within a hospital or remotely [36]. Around 5000 to 10000 neurons communication are 

necessary for BMI to move a human muscle and 100000 neurons required to move a 

complete human body [37]. In this thesis, an integrated system is proposed to help pa-

tients by sending their commands after signal processing for a rapid intrusion and to 

perform a particular task by the targeted muscle or any body part [38]. The system is 

based on collecting the μECoG signals through a small portable device with external 

antenna in the data acquisition unit. After acquiring the data, it is transferred for signal 

processing to identify the feature extraction. These extracted features are further trans-

mitted in the form of commands by translation algorithms to the Zigbee/UWB/WiFi 

transceiver module [39] [40]. 
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Table 4.1 Comparison between wireless protocols 

Standards Zigbee UWB Wifi 

Frequency Band 868, 915MHz, 2.4 GHz 3.1 to 10.6 GHz 2.4 GHz, 5 GHz 

Max Data Rate 250 kbps 110 Mbps 54 Mbps 

Nominal Protocol 

Range 
10-100 m 10 m 100 m 

Channels  Band-

width 
0.3/0.6 MHz to 2 MHz 

500 MHz to 7.5 

GHz 
22 MHz 

Radio Frequency 

Channels 
1/10 - 16 1-15 14 at 2.4 GHz 

Protocol Network 

Topology 
All Star 

Medium de-

pendent 

Data Protection 

Techniques 
16 bit CRC 32 bit CRC 32 bit CRC 

Power consump-

tion 
Very Low Low High 

Battery Life Rechargeable(hours) 
Rechargeable 

(hours) 
NA 
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Figure 4.7 Comparison of the power consumption for each protocol. 

 

Figure 4.8 Comparison of the normalized energy consumption for each protocol. 

In Table 4.1 and Figure 4.8  [41, 42] comparison we can see that ZigBee is very suitable 

for low data rate applications with limited power consumption like wireless remote de-

vices or battery operated sensor networks. Contrary for high data rates WiFi and UWB 

could be a better solution just because of their low normalized power consumption. 
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4.4 Block diagram of proposed BMI system 

Figure 4.9 shows the proposed end-to-end wireless BMI system architecture that pro-

vides a convenient way of communication between the human  brain and physical  de-

vices  by  translating  different  patterns  of  brain  activity  into   commands  in real 

time scenario.  

For the implementation of this whole structure, we consider a wireless input power with 

implanted μECoG. Data acquisition unit that transfer signals for signal processing of 

brain signals can be mapped into intentions to perform a particular action. After pro-

cessing of brain signals, the data is transferred wirelessly with the help of 

Zigbee/UWB/WiFi hardware implementation. Table 4.2 shows the specifications of 

BMI multi-channel array electrodes. 

Explanation of the diagram is given in the points: 

1 EM (Wireless) input transmission power through rectenna system at a distance of 

20 cm from an EM source we can transmit at least 26.77dBm (475.33mW) depending 

on number of electrodes. 

 

2. Implanted μECoG system with frequency range 0.1 Hz to 500 Hz with ampli-

tudes ranging from 1μV to 1mV connected with internal antenna. 

 

3. External antenna for wirelessly transfer of acquired raw data with the help of 

Zigbee (250 Kbps), UWB (70-110 Mbps), Wifi (54 Mbps). We can transfer at least 400 

kbps 128 channel ECoG data for data classification and translation. 

 

4. Signal Processing module for feature extraction and translation algorithm (digit-

ized data) 

 

5. Wireless Transfer of commands for different kinds of robotic movement. 

 

Table 4.2 BMI multi-channel arrays specifications 

Features Technical Specifications 

Number of channels 64 till 4096 channels 

Supply voltage 3.3 v 

Bandwidth Depending upon the Zigbee/UWB/WiFi 
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Figure 4.9 Proposed Wireless BMI Structure end-to-end 
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4.5 Discussion 

BMI is quite helpful for disabled people as it proposes a communication medium, and 

restores an injured or damaged motor control function. BMI research has started to 

catch the attention of medical sciences as well as the common public, since this innova-

tive technology has presented the opportunity of a more enhanced kind of user experi-

ence. By recording, monitoring and understanding the real time of bio-potential signals 

from the motor control areas of the brain; it is now possible to monitor the brain activi-

ties and it is helpful for the diagnosis of patients who have neurological disorders, for 

e.g. epilepsy. By using different methods; such as invasive, noninvasive and minimally 

invasive observation of the electrical activity of the specific cortical area, to detect and 

identify the neural activity patterns helps in the diagnosis of neurological diseases and 

disabilities. 

The main idea behind this thesis is provide a more convenient and feasible way to move 

their robotic arms, or legs etc. A goal directed approach is used to make this novel com-

plete wireless BMI system. 

1. Less prone to skin in case of invasive BMI. 

2. Light weight head wearable BMI system for signal extraction. 

3. Efficient and reliable transfer of power to that head wearable or portable equip-

ment. 

4. Effective, efficient and least errorless way of signal extraction. 

5. Wireless transfer of neurological signals after signal processing to the main pro-

cessing module for end user command. 

 

 



41 

5. CONCLUSION AND FUTURE WORK 

In recent years, researchers in the field of brain machine interface gave assurance to 

thoroughly change the field of medicine. People suffering from different devastating 

brain disorders, as a result in lack a way to regain their free mobility. BMI is quite help-

ful for disable people as it can propose them a communication medium, and restore an 

injured or damaged motor control function.  

BMI research has started to clutch the attention of medical sciences as well as the com-

mon public, since this innovative technology has presented the opportunity of a more 

enhanced kind of user experience. By recording, monitoring and understanding the real 

time of bio-potential signals from the motor control areas of the brain, it is now possible 

to monitor the brain activities and it is helpful for the diagnosis of patients who have 

neurological disorders for example epilepsy. By using different methods, like invasive, 

non-invasive and minimally invasive observing of the electrical activity of the specific 

cortical area, to detect and identify the neural activity patterns, helps in the diagnosis of 

neurological diseases and disabilities. For a real time application of a BMI system in our 

daily life, head mountable and portable wireless BMI systems are very critical, instead 

the use of heavy and old fashioned wired systems.  

Recently, numerous wireless BMI systems have been prepared with improved technolo-

gy by taking the idea from wired BMI systems. A convenient way to power up the head 

mountable or implanted device, data acquisition unit and for a communication between 

brain and effected body part, there is a wired or wireless medium required, these are the 

compulsory parts of a complete BMI system.  

In this thesis, we have discussed a review of current state-of-the-art of BMI invasive, 

noninvasive and minimally invasive systems as well as compared wired and wireless 

BMI, with all possible challenges and progresses involved in the system. In contrast of 

all these I proposed an end-to-end wireless BMI system based on available literature 

that provides a feasible way for paralyzed patients to communicate and control their 

muscles and robotic body parts by using their brain waves. According to such idea, the 

above mentioned circuits and systems can enable a high power efficient and wireless 

BMI development. From a medical point of view an implantable wireless system is nec-

essary for the applications of invasive BMI to reduce the risk of infection.  
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5.1 Future Work 

Despite of all the recommended work stated above according to the novel idea, the BMI 

device would react autonomously according to the intentions of human being and would 

work with small commends (neural activity time frames). 

The ongoing research in medical communication is expected to improve in coming 

years. In the future, we implement the proposed system step-by-step starting from wire-

less power transfer to activate the implanted device for the extraction of neurological 

signals by considering all challenges and advantages. 
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